Enable 3D View
Note:

All dimensions will be dependent of support table of DC casting machine. Profilglass should measure and adjust to real conditions.

All square tubes should be welded.

MPI-ULTRASONICS
MARANS 36
2400 La Luce
Switzerland

email: mpi@mpi-ultrasonics.com
phone: +41 (0) 32 9314045

Guiding Holding Frame

General tolerance SN 258440

Scale (mm):
-0.01 ≤ ±0.1 ≤ 0.2 ≤ 0.3 ≤ 0.5

Material:

<table>
<thead>
<tr>
<th>Dimension nominales (mm)</th>
<th>0.2</th>
<th>0.3</th>
<th>0.4</th>
<th>0.5</th>
</tr>
</thead>
<tbody>
<tr>
<td>±0.01</td>
<td>±0.1</td>
<td>±0.2</td>
<td>±0.3</td>
<td>±0.5</td>
</tr>
</tbody>
</table>

DEBUR AND BREAK SHARP EDDGES

PROJECT DIRECTOR
M. Prokic
H. Pugadrew

DATE
07.08.2014

Note:

All dimensions will be dependent of support table of DC casting machine. Profilglass should measure and adjust to real conditions.

All square tubes should be welded.

MPI-ULTRASONICS
MARANS 36
2400 La Luce
Switzerland

email: mpi@mpi-ultrasonics.com
phone: +41 (0) 32 9314045

Guiding Holding Frame

General tolerance SN 258440

Scale (mm):
-0.01 ≤ ±0.1 ≤ 0.2 ≤ 0.3 ≤ 0.5

Material:

<table>
<thead>
<tr>
<th>Dimension nominales (mm)</th>
<th>0.2</th>
<th>0.3</th>
<th>0.4</th>
<th>0.5</th>
</tr>
</thead>
<tbody>
<tr>
<td>±0.01</td>
<td>±0.1</td>
<td>±0.2</td>
<td>±0.3</td>
<td>±0.5</td>
</tr>
</tbody>
</table>

DEBUR AND BREAK SHARP EDDGES

PROJECT DIRECTOR
M. Prokic
H. Pugadrew

DATE
07.08.2014

Note:

All dimensions will be dependent of support table of DC casting machine. Profilglass should measure and adjust to real conditions.

All square tubes should be welded.